PAINT SPECIFICATIONS: ~ ALL CAST
IRON AND STEEL LIGHT POLE PARTS
ARE TO BE FACTORY POLYESTER
POWDER COATED WITH PEKING BLUE,
ENDURASHIELD TREMEC #F073B2705A
— 8556A, OR APPROVED EQUAL.

DIRECTION OF TRAFFIC,
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CURB AND- 0
SIDEWALK

©
53

270°

15'=3"+ LIGHT CENTER
14'—0" POLE HEIGHT

LEGEND:
* HANDHOLE ACCESS DOOR
SHALL BE MOUNTED AT 270°

* HANDHOLE ACCESS DOOR
FOR RECEPTACLE SHALL BE
MOUNTED AT 90°

* CARFLEX CONDUIT SHALL
BE MOUNTED AT 180°

CYCLONE F2 ALUMINUM FINIAL

=
(4) 1-1/4" SLOTS ACCEPTING:
(4) 17 x 30" A307 GALVANIZED
ANCHOR BOLTS
1" A36 STEEL PLATE
>
It 9" BOLT CIRCLE
BASE PLATE DETAIL
4"x10" REINFORCED
HANDHOLE IN POLE\
] 3"x7"
HANDHOLE
X IN BASE
SIDEWALK 18 =
1n-1/2"
1-1/2
2 b 7 -
— a < —_—
e v N,

CYCLONE CY11T4-VS3ARP-3L-67W-4K
—240—EA1-GCYO1P—F2AP-SCTX WITH
HOUSE-SIDE SHIELDING.

LIQUIDTIGHT FITTING CARFLEX CONDUIT
(SUPPLY POLE WITH 1" DIA. HOLE AND
CONDUIT PER MANUFACTURER'’S
SPECIFICATIONS FOR DRIP MICROTUBING)

VISCO (MI-T-1—F/14") POLE AND BASE
ASSEMBLY (11 GA, 5-3/4" BASE DIA,
STEEL FLUTED TAPERED POLE
0.14"/FT TAPER)

APPLY SILICONE SEALANT AT
INSTALLATION

“T" SPLIT CAST IRON BASE WITH
REMOVABLE ACCESS DOORS

HANDHOLE ACCESS DOOR FOR
RECEPTACLE (SEE RECEPTACLE DETAIL,
THIS SHEET)

HANDHOLE ACCESS DOOR (SEE
HANDHOLE DETAIL, THIS SHEET)

PEDESTRIAN LUMINAIRE AND POLE

VARIES

€

LUMINAIRE POLE
AND BASE \

SIDEWALK

RECEPTACLE CAST ALUMINUM
FRAME AT 270° MOUNTED ON

POLE

HOSPITAL GRADE DUPLEX GFCI
RECEPTACLE 20 AMP,
(HUBBELL CLASS A GF-8300
OR APPROVED EQUAL)

7

LOCKABLE DIE—-CAST

* TOP OF FOUNDATION TO BE LEVEL, 1" MIN

HEIGHT ABOVE TOP OF SIDEWALK

TOP OF FOUNDATION DETAIL

TOP OF FOUNDATION

WEATHERPROOF, PAINTABLE
IN-USE COVER (INTERMATIC
OR APPROVED EQUAL)

WEATHERPROOF GASKET

LUMINAIRE POLE AND
BASE

SEE TOP OF ————— 7
FOUNDATION DETAIL /

T

|
HANDHOLE DETAIL —ToP OF
S e e FOUNDATION

THIS SHEET \

SIDEWALK w
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ELECTRICAL AND

IRRIGATION CONDUITS
AS PER PLANS
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#4 STIRRUPS @ 4 0C ————
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ANCHOR BOLTS PER
DETAILS THIS SHEET

#4 STIRRUPS @ 4° 0C——
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3-0" (INSIDE WALK)
#-0" (OUTSIDE OF WALK)

CONCRETE CLASS 3OOOJ

LUMINAIRE POLE FOUNDATION DETAIL

"T" SPLIT CAST IRON BASE

P

120v

HANDHOLE ACCESS DOOR
WTH 1/2" x 1/2" OPENING
FOR ELECTRICAL CORD
CLEARANCE

>

NEMA 3R

15-1/2°

RECEPTACLE DETAIL

Tede Coithindec

STANDARD DETAILS
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